
CYK Tech 

 

Copyright © CeYeKo Technology 2021                                                                                                                                                                  PDIS01_V0.0 

Pressure Gauge Battery Power Supply 

Datasheet 

PDIS01 



 

 

CYK Tech 

  The robust stainless stell case and the battery power enable a flexible operation in va-

rious applications and industries. For a quick on-site reading of pressure value, a digital indi-

cator is the ideal solution.  The back lighting also provides easy readability of the display in 

poor lighting conditions. Additional programming functions are: Power-Off, tare function and 

password protection. There is unit switching between the units bar and MPa already integra-

ted into the standart model PDIS01. 
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Introduct ion  

Features    

 ￭ Highlights 

 Accuracy  : 0.4% FS 

 Battery Operations : 2xAAA Cells 

 Screen   : LCD Display 

 Size   : Ø80mm, Ø100mm 

 

 ￭ Applications 

 Machine Building 

 Hydraulics, water and pneumatics 

 Pumps and compressors 

 Service tasks 

 Laboratory 

 Engineering machine Automation 

 Instrument fitting 

 All industries 

 ￭ Measuring Ranges 

 0—1 … 6 … 10 … 16 … 100 … 250 … 400 … 600 … 1000 Bar 

 0—5 … 10 … 25 … 40 … 60 … 100kPa 

 -0.1—0.1 … 0.25 … 0.6 … 1 MPa 

 -60 … -25 … -10—10 … 25 … 60kPa 
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Pressure Overload 150% 

Backlight Color White 

Dimensions Ø80mm, Ø100mm 

Accuracy 0.2%FS 0.4% FS 

Long Term Stability Typical: ±0.2% FS / Year 

Operation Temperature -10 … 70 °C ( Special Custom –20 … 150 °C ) 

Compeansation Temperature 0 … 70 °C  

Media Compatibility Liquids and Gases compatible with 316SS 

Thread Type M20*1.5 or Customized 

Sensor Wetted Parts 304SS 

Body Material Stainless Steel 

Functions 
On / Off—Backlight—Password Protection 

Reset Unit Calibration 

Power Supply 2xAAA Battery Powered 
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Disp lay  & Appearance  

￭ Front  View 

￭ Back  View 

Batteries Charges Indication 

Unit ( MPa, PSI, Kg*F/cm², Bar, kPa, etc…) 

Actual Pressure Value 

Change Unit Key 

ON / OFF Key 

Backlight Key 

Zero Key 

SS304 Stainless Steel Shell 

Battery Holder 

SS304 Stainless Steel Connector 
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Diment ions  

46 mm 

130 mm 

Ø 80 mm 
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Product  Se lect ion  

Pressure Gauge Battery Power Supply 

ORDERING CODE PDIS01 100 - K - C1 

TYPE PDIS01           

Pressure Range 

1 Bar 1       

6 Bar 6       

10 Bar 10       

16 Bar 16       

25 Bar 25       

40 Bar 40       

60 Bar 60       

100 Bar 100       

150 Bar 150       

250 Bar 200       

400 Bar 400       

600 Bar 600       

1000 Bar 1000        

Screen Diameter 
Ø80 mm K     

Ø100 mm B     

Process Connection 

M20x1.5 Male C1 

G1/2" Male C2 

M14x1.5 Male C3 

G1/4" Male C4 

G1/4" Female C5 

NPT1/2" Male C6 

NPT1/4" Male C7 

PT1/4" Male C8 
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